[image: image1.jpg]O ConPura



[image: image2.png]





Inquiry specification ConClar 514
Center Driven Sludge Thickener

Please fill in your requirements below and attach this document together with your inquiry to your local Conpura distributor or to info@conpura.se
	
	Your requirements, please fill in below:
	Comments:

	Name of project:
	
	

	Type of sludge:
	
	

	Basin dimensions:
	
	

	Number of basins:
	
	

	Skimmer:
	
	Yes/No

	Scum box:
	
	Yes/No

	Outlet trough:
	
	Yes/No

	Weir plates:
	
	Yes/No

	Inlet baffle:
	
	Yes/No

	Control panel:
	
	Yes/No

	Bridge:
	
	Yes/No

	Preferred material in bridge:
	      
	SS 304, SS 316, Mild steel epoxy painted or hot dipped galvanized etc.       

	Preferred material in submerged parts:
	
	SS 304 or SS 316

	Power:
	___Volt,  ___Hz
	

	Other requirements:
	
	


[image: image3.jpg]Conlhick
































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Conpura AB  |  Bagargatan 4  |  384 92 Ålem, Sweden  |  Tel. +46 499 108 40  |  Fax. +46 499 140 20  |  info@conpura.se


